Guide For Temporary Service

Kenergy’s Engineering Department will
spot location to set temporary pole.

12" Min.
above
ground

Customer is to
provide

Min. length 17 ft.
round or 6x6
treated post
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Specifications

[n no event may a member use a temporary
service for permanent occupancy of a
structure.

KENERGY'S Engineering Department requires

that all typical overhead temporary service
poles that have service span lengths greater

than 75" to be vertically strengthen by the
customer by means of guy and anchor or
V brace, 2x4 min.
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Bonding bushing and jumper (plastic
bushing only with nonmetallic conduit)

t for underground conductors shall
min dia. rigid metallic or sch. 80 PVC

conduit.
Required only if using overhead pole service with underground
facilities.

— Conduit straps (installed with screws)

3 wire meter base, 5 ft. to 6 ft.

&= | — from ground.
o/ (Meter supplied by KENERGY CORP)
-——— Weatherproof fused Disconnect or breaker
with the following:
.| 1. One 20 amp, 125 volt receptacle.
V| 2. One 50 amp, 250 volt receptacle.(Optional)
il 3. All receptacle outlets shall have
; approved ground fault circuit protection
i for personnel
e
8'—6" Min. NO. 6 CU minimum for jumpers
above ground and ground.
24" pole exposure. This will allow proper inspection
: of the pole depth by Kenergy during construction.
::7{ Kenergy will complete backfill.
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